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DETAIL A 
SCALE 1 : 2

NOTES FOR STANDARD CONSTRUCTION:
...MEETS FMCSA REQUIREMENTS.
...PRESSURE TESTED @ 5psi PER FMCSA.
...INTERIOR FREE OF FOREIGN MATTER.
...FILLER CAP, DRAIN & VENT PROVIDED.
...FULL BAFFLE(S) WHERE SHOWN.
...ALL OPENINGS PLUGGED PRIOR TO SHIPPING

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 126-0215 12 ga HRPO Steel Bottom Wrap 1

2 126-0304 12ga HRPO Steel Top Wrap 1

3 170-0009 13x18 Steel Head 2

4 490-1002 1/2" Steel Coupling Down Tube 1

5 490-1003 3/8" Steel Coupling Down Tube 1

6 270-0007 1/2" FNPT Steel weld flange 2

7 275-0002 Steel Float Riser 1

8 454-0937 1/2" NPT Ball Check Vent 1

9 458-0100 1/2" NPT Ball Check Drain Plug 1

10 326-0001 2" Steel Filler Neck 1

11 452-0998 2" Thermal Relief Fuel Cap 1

12 172-0009 Baffle 2

13 227-0001 Step Boss 4
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